ENERGIZER MODEL AGM115

PROFESSIONAL HEAVY DUTY DEEP CYCLE BATTERY
GENERAL SPECIFICATIONS
ELECTRICAL SPECIFICATIONS
Voltage (V):
Capacity (Ah) 20 hour rate:
Reserve Capacity (minutes):
Cold Cranking amps @ (-18°C):
EN:
Load Test:
Operating Temperature:

12
115
200
600
345 amps for 15 sec
-18°C to 52°C

DIMENSIONS

DEEP CYCLE AGM

Max. length (mm): (L)
Max. width (mm): (W)
Max. overall height (mm): (H)

328
172
233.5

High rate discharge capability:
Excellent
The glass mat’s open structure and the short distance between plates make AGM Deep Cycle
batteries significantly more suitable for high rate discharge.

CONTAINER
Mass (weight kg):
Case Material:
Type Of Terminal:
Layout:

32.8kg
Polypropylene
Post terminals
RHP

Result: optimum performance for devices with high power consumption.
Charge behavior:
Excellent
The recommended charging current is between 10 and 20% of the nominal capacity and, in certain
conditions, the charging times can be reduced. Suitable for standard charging
(IUoU charging can be used).

Result: the battery is always fully charged
240
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Performance and service life at
extreme temperatures:
Excellent
The glass mat’s open structure and the short distance between plates mean that the chemical
processes within AGM Deep Cycle batteries take place quickly even at low temperatures.

Result: an expended service life
*5 to 6 times more cyclic durability
*Suitable for dual-power use: starting and stopping
*Ideal for applications such as an electric outboard motor
*Short recharge times
*Extremely safe to use
*Easy to carry
*Long shelf life
*Long-lasting and durable

Performance throughout the
service life:
Excellent
In comparison to gel and flooded batteries, the performance remains far more consistent over the
service life. This is mostly due to the higher pressure applied to the plates. Cycle durability of about
600-700 cycles

Result: consistent performance throughout the entire service life
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The PowerFrame itself. The
stable grid frame minimizes
grid growth and prevents
short circuits.
The result: considerably
longer life

2
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2
The PowerFrame grid design.
Optimized for energy flow, it
delivers lower resistance and
the best connectivity possible.
Sections put under the most
Strain are reinforced.
The result: consistently high
start power.

3
The PowerFrame grid structure.
The sturdy grid is punched with
utmost precision and ensures
extraordinary adhesion of the
active mass, even in extreme
conditions.
The result: consistently high
starting power and minimized
corrosion
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